
Notes of Application  

IRUV CUT COAT Hyper -SP 



IRUV Cut Coat Application Points 

Explanation  for customer 
Investigation at actual site 
Application day 
After application 



Explanation  for customer 

IRUV Cut Coat Application Points 



1: Odor problems during application 

Explain as follows before the application  
because it smells  Alcohol odor during the application 

¢ƘŜ ŎƻŀǘƛƴƎ ŘƻŜǎƴΩǘ Ŏƻƴǘŀƛƴ ŀƴȅ ±h/ ƭƛƪŜ formaldehyde. 
 If it is necessary, please show MSDS and Technical data for customer. 

To dry the coating surface, it takes 30minutes in summer or 
 1hour in winter after the application. 
 After it dries, open all window glasses. Odor will be  
 ŜƭƛƳƛƴŀǘŜŘ ŦƻǊ н ǘƻ о ƘƻǳǊǎΦ LŦ ƛǘ ŎŀƴΩǘ ƻǇŜƴ ǘƘŜ ǿƛƴŘƻǿ ƎƭŀǎǎΣ 
 Odor will remain until next day. 

It is better to bring coating solution to the customer before the 
application and confirm the smell at the meeting. 
The smell will remain in the whole room during application.  



2: The problem of sticking dust  

Explain the sticking dust to the applied glass. 

Small dust will be stuck on the applied glass until the  surface 
dries for 30minutes to 1 hour.  

The customer may observe some changes such as slight hazing, it 
is normal when you stand 1m from the applied glass. You look 
through the window rather than looking at the windows.  



3: Humidity problem 

The humidity should be less than 70% during the application. 
If the humidity is more than 70%, the coating film becomes 
white turbidity such as the below photos. 

Make sure the room has the air-conditioning. 

If there is no air-conditioner, please prepare Dehumidifier  



4: The problem the temperature of room and glass surface 

The room temperature should be less than 30ϴ,  
Glass surface temperature should be less than 35ϴ 
If the temperature is over 30 to 35ϴ, the coating film will show the 
unevenness. Please confirm the customers as follows. 

Cannot apply under the direct sunlight.  

In Japan, we apply east side from the afternoon and west side  
Until sunset. Avoid the direction where the sun light enters.  



 Investigation at actual site   

IRUV Cut Coat Application Points 



1: Check the window glass 

Measure the size of window glass 
( vertical and horizontal=  or feet) 
 if there are many window glasses, we have to get blue print, 
 then calculate . 

Check the direction of window glass and the entering  
time of solar heat into the room.  

Confirm whether super hydrophilic primer can apply or not  
by applying to the corner and the center in a window glass.  
If it cannot apply some parts, you need to bring  
glass cleaning (degreaser). 



2: Survey the window glass 

Check the tint film already installed or not. 
  If it is installed, you need to confirm whether it can remove   
 or not. If not, you have to apply on the film. 
 In this case, the durability is not long.  
 It is same as the durability of film. 

Confirm there are no breaking and crack on the glass.  
 Also the tar dust of cigarette and glue of Poster. 
 LŦ ȅƻǳ ŦƛƴŘ ōǊŜŀƪƛƴƎ ƻǊ ŎǊŀŎƪΣ ȅƻǳ ŎŀƴΩǘ ŀǇǇƭȅ ƻƴ ǘƘŀǘ Ǝƭŀǎǎ 
 If you find tar dust or glue something, you might take time to 
 clean up the glass before the application. 



Application day 

IRUV Cut Coat Application Points 



Check points before the application 

Is the Humidity less than 70%? V 

V The direct sun light does not enter the glass.  

V Is the windowpane if Low-E glass? 

No 
When you turn on air 

condition,the humidity 

becomes less than 70% 
When you use the  

Dehumidifier, the humidity  

Becomes less than 70%. 

No 

No Impossible to apply 

No Can you arrange the application time? 

East side=afternoon 

West side=in the morning 

Or night application 
No The room temperature is less than 30ϴ 

Or the glass surface is less than 35ϴ. 

Yes  Application is Okay 

Okay Yes  

Okay Yes  

Okay Yes  

No Impossible to apply 

Yes  Application is Okay 

No Application is Okay 

Yes  Please confirm  

the low-e side? 
Can you apply the coating to not the low-e side? Yes  

Okay Yes  

Impossible to apply No 
No If you donôt know 

 the low-e side, you can  

Not apply. 

Yes  Okay  



Check points before the application 2 

Is there a film on the glass? V 

V Is there any scratch on the glass? 

V Is the application from outside? 

No Application is okay 

Yes  
Can you remove the film  

And apply to the glass? 

You can not apply to the glass which has the scratch. Yes  

No Application is okay 

No Application is okay 

Yes  No rain on the application day 

Or the humidity is less than 70% 

Okay Yes  

Impossible to apply No 

Okay Yes  

No Impossible to apply 

Yes  Can you change the application day? 

No Okay 

Yes  Okay 

No Can you apply on the other side of the film? 

Okay Yes  

Does the customer understand  

the durability of the coating will be shorten? 
No 



Step1 Glass Cleaning 



Step1, Glass Cleaning with water  
List of tools 

Paper towel 

Spray bottle scraper Masking membrane 

Squeegee 



Taping  ᵑCovering floor, bottom of window 

glass and surroundings with Masking 

Membrane 

 βWidely cover them to protect 

dripping water 

Step1 Glass Cleaning with water  

Masking membrane 

The first and last 

are put in longer 

about 5cm. 



Spray ᵒSpray the water 

  to the entire window glass  

βThe extent that a little cloudy 

without dripping 

Step1 Glass Cleaning with water  

Spray 

bottle 



ᵓUsing the scraper to remove stain  

 on the glass surface.  

Step1 Glass Cleaning with water  

βIf you do not spray water, there is a 

possibility that the scratched glass. 

Scraper (Take off stains) 

scraper 

Donôt make scratch on 

the Rubbers of the corner 



ᵔUsing squeegee and paper towel to 

dry completely 

Step1 Glass Cleaning with water  

Paper towel Squeegee 

Squeegee (Take off water) 

Paper towel (Wipe off water) 



ừList of tools 

Masking (15mm) Masking membrane Masking (30mm) 

Step2, Masking Tape 



15mm Masking Tape 

Step2, Masking Tape 

ᵑRemoving masking membrane then, 

applying again  to the window. This step is 

necessary because moisture remains in tape. 

ᵒᵓNot to attach the roller to sash frame, take  

at least 40mm(15mm+30mm) width for tape. 

βThe thickness of the roller is 30mm. 

Put masking tape to 

right angles not to 

round angle at the 

corner of the 

window glass. Like 

the up photograph. 

Completely cover masking tape 

on the masking membrane. 

If not, Coating solution have a 

possibility to penetrate into sash 

directly. 

30mm Masking tape 

Masking Membrane 



Step3  Super Hydrophilic Primer 

ừList of tools 

Super Hydrophilic 

Primer 

Cleaner cotton 

300ml Plastic 

bottle 



Step3  Super Hydrophilic Primer 

ᵑTransferring to a small bottle of 300ml 
from 1L~20L container to use conveniently. 

ᵒPut10g per 1sqm of Primer to non-woven 

cloth and apply to the whole glass. 

βPrimer remains white marks if the coating 

amount is large. However, it disappears when 

you apply IRUV coating. 

ᵓApply in a grid pattern, such as the 

vertical and horizontal. Ensure there is no 

unpainted. 

 βAdhesion of unpainted point is reduced, 

it is a cause of peeling. 

ᵔEnsure wipe off the glue of masking tape 

when you apply edge of window glass. 



ừList of  roller tools 

Masking (30mm) Roller sponge Roller handle scraper 

Aluminum foil Tray 

Step 4 Preparation of application tool 

ừList of  tray tools 

Masking membrane 



ᵒSponge should be cleaned dust twice by reverse side of masking tape. 

Step 4-1 Preparation of application tool 

ᵑCut the head of roller about 8mm with blade of scraper. 



Step 4-2 Preparation of Tray 

ᵒCover the tray with 2-ply aluminum foil. 

ᵑCover Masking membrane on the table 

ᵓPut roller sponge cleaned on the tray 



Step 5 Blended coating solution ( Main Liquid and Hardener) 

ừList of tools 

Glass rod Main liquid & Hardener 

Cup(PP or PE) Electronic balance 



Step 5 Blended coating solution ( Main Liquid and Hardener) 

ᵑCalculate glass coating 25g~30g per 1sqm and first roller retention 40g per a sponge. 

ᵒFormulation ratio/ Main liquid 90%: Hardner 10% 

ᵓPour 10% of Hardner into Main liquid.  

ᵔStir the mixed liquid for 20 seconds with glass rod. 

 βExample) 4pieces of 1.05sqm glasses. 

Mixed Main liquid 25g per x 4 + Roller retention 50g 155g 

For the calculation, make 160g. Main liquid 144g(90%) Hardner16g(10% 160g 

ᵕBe sure to finish using mixed liquid within 2hours. 

Main Liquid Hardner Blending 


